City of Gardner
C O M M E R C I A L

R E H A B I L I T A T I O N

P R O G R AM

The City of Gardner through its Department of Community Development and Planning
(DCDP) is offering funding to qualified for-profit businesses,
nonprofit organizations, and
multi-family homeowners in commercial districts for facade improvements utilizing American
Rescue Plan Act (APRA) funds awarded by the U.S. Department of the Treasury. A Facade
Grant is offered to owners of properties within the commercial districts as an incentive to
improve or restore the original character of their buildings. Facade improvement projects
must contribute to and not detract from the attractiveness of the buildings and the street scape.
The goals of the Program are to:
• Stimulate private investment

• Preserve and beautify the City of Gardner

• Promote a consistently high quality that will be attractive to visitors and patrons

The objective of the program is to assist in restoring, substantially beautifying, and/or enhancing the entire
facade of a commercial building. The program is intended to assist projects that promote retail
and service activities, create an attractive environment, encourage neighborhood character and
architectural design, use quality materials, and reflect the vitality of the community.
How to Apply
This application is available online at https://www.gardner-ma.gov/1293/ARPA-Sign-ProgramARPA-Facade-Program.
You may submit the application and supporting
materials
via
email
by
sending
it
to
jderoy@gardner-ma.gov
with “F a c a d e P r o g r a m Application” in the subject line.
APPLICATIONS DUE BY FRIDAY, October 31, 2022. Alternatively, you may mail a paper copy
of the application and supporting materials to:
Community Development and Planning
115 Pleasant Street, Room 202
Gardner, MA 01440
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Program Details:
GRANT AMOUNT

Eligible commercial property owners can receive a grant up to a
maximum of 80% of the total approved project costs not exceeding
$50,000 for eligible facade improvements.

FACADE
DEFINITION

A facade is considered the front face of a building facing a street or public
way. For the purposes of this program, the facade will include the elements
of a building and its site that might be affected by a proposed project
including storefronts, lighting, roofs, materials, signage and the like.

ELIGIBLE COSTS

Façade replacement/restoration such as storefronts, roofs, windows,
doors, awnings, painting, siding, re-pointing of brick, exterior
lighting, decorative architectural details such as cornices/parapet
walls, and signage.

ELIGIBLE
ORGANIZATIONS

Any
building owner, for-profit business or non-profit organization
in
a commercial district in the City of Gardner whose
building faces the street or public way.
For-profit businesses must meet the definition of a small business,
meaning:
1. Have no more than 500 employees, or if applicable, the size
standard in number of employees established by the
Administrator of the Small Business Administration for the
industry in which the business concern or organization operates,
and
2. Are a small business concern as defined in section 3 of the
Small Business Act (which includes, among other
requirements, that the business is independently owned and
operated, and is not dominant in its field of operation).
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Eligibility Criteria
• All improvements must comply with City building and zoning standards. All proposed
improvements may be subject to a historical review to ensure that the architecture features are
preserved to the greatest extent possible.
•

The owner of the building must be the applicant to the program.

•

Updates and renovations are to existing commercial buildings in need of improvement.

•

The owner must have no outstanding city taxes, fees, or other assessments due to the City of
Gardner.

•

The building must be in the commercial district. It can be a multi-family home, or contain
commercial, office, or service-oriented space.

•

No chain franchises or chain businesses are eligible for this program.

•

Eligible improvements are limited to the building facade as defined above.

•

Participants must comply with all state and local laws and regulations pertaining to licensing and
permits.

•

Commercial properties must comply with state and local code requirements.

•

Buildings with a ground/first floor used for commercial purposes at time of application are eligible.

•

The Department of Community Development and Planning (DCDP) reserves the right to make the
final determination as to the appropriateness, suitability, and design of the improvements. Further,
the DCDP reserves the right to make the final determination as to whether work was carried out
according to approved designs and specifications.

If you have any questions concerning eligibility, please email the Economic Development Coordinator,
Jessica DeRoy, at jderoy@gardner-ma.gov.
Eligible Improvements
•

Replacement or restoration of original architectural details

•

Removal of elements which cover architectural details

•
•

New storefront exterior construction within an existing building
Window replacement and window framing

•

Painting and/or residing of buildings

•

Exterior lighting

•

Signs and awnings mounted to the building façade

•

Roof, if it is part of a larger project
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Ineligible Improvements
•

Work that has been completed prior to the execution of an agreement with the Department of
Community Development and Planning are not eligible to participate in the program.

•

New construction

•

Temporary, portable, or non-permanent improvements

•

Internally lit box signs

•

The following improvements are not eligible under this program:
o
o
o
o

Interior improvements
Roofs, not part of a larger project
Removal of architecturally significant features, as determined by DCDP
Other improvements not included in this list that are deemed ineligible by the city

Program Limitations
Building owners can apply for multiple projects if they own multiple buildings. However,
applicants can only receive funding for a maximum of two projects. Limited funding is available and will
be granted on a first come first serve basis.
Construction
For projects involving construction, construction must be undertaken by contractors that are
licensed and insured to do business in Massachusetts. Hiring of the contractor(s) will be the
responsibility of the program participant. The city will not direct owners to particular contractors. It is
the responsibility of the applicant to ensure that the contractor undertakes the facade
improvements in accordance with the plans approved by the city. Failure to undertake the facade
improvements in accordance with the plans approved by the city will result in termination from
participation in the program.
Financial Terms
Eligible commercial property owners can receive a grant up to $50,000 for eligible facade
improvements. All facade grants require a 20 percent match by the applicant. The maximum grant
amount allowed per project is not to exceed 80 percent of the total project cost.
The city will inspect the completed improvement and then, upon city’s approval of work completion, will
issue the reimbursement payment. Invoices with a breakdown of work completed and proof of
payment will be required for the grant to be reimbursed. Improvements made prior to
submission of an application to the program,
or prior
to the execution of a
participation agreement between the property owner and the City, will not be eligible for
inclusion in the program.
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Process
•

Applicant completes and submits application with required materials including a plan/sketch, or in
the instance of larger projects a detailed set of drawings articulating the proposed work.

•

Submission of the application does not constitute a grant approval or reservation of funding.

•

Property is evaluated for feasibility and eligibility.

•

Plans and design are reviewed for approval.

•

City issues letter of conditional approval.

•

Properties situated within the Downtown Gardner Historic District must have the Historic
Commission's approval prior to the commencement of work.

•

All necessary permits will be secured by owner.

•

Owner secures bids from and chooses a contractor.

•

Owner informs DCDP of the chosen contractor and completed permitting requirements.

•

Owner enters into agreement with the city.

•

Owner enters into a contract with the chosen contractor.

•

Work commences.

Payment will be issued upon completion of all approved facade improvements in accordance with
approved final design. Final detailed invoice(s) and proof of payment will be required prior to
reimbursement.
Termination
DCDP has the right to reject the Commercial Facade Program application or terminate any agreement if a
participant is found to be in violation of any conditions set forth in these guidelines, fails to begin
construction within one year of an executed agreement with DCDP, or has started the project prior to an
executed agreement with DCDP.
DESIGN CONSIDERATIONS:
A well-designed storefront contributes to the overall vitality of a commercial corridor and is a critical marketing
tool for a business, as the storefront’s appearance provides a critical first impression for a potential customer.
These Guidelines are intended to help applicants and ensure that enhancements to existing storefronts are
consistent with the character defining features which establish the aesthetic, historical, and architectural value
and significance of the City of Gardner. Improvements for buildings not having notable historic or architectural
features should be an opportunity to enhance the appearance of the building and the streetscape.
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DESIGN PRINCIPLES
Storefront design should be oriented to the sidewalk, invite interaction, enliven the pedestrian
environment, and provide visual interest both day and night.
Storefront improvements funded by the program must respect the design of the building and be
compatible with the scale, materials, color, and texture of the building in which it is located and adjacent
buildings.
Existing original or significant historic storefronts should be retained or repaired, or if repair is not
feasible, replaced with like materials.
Existing incompatible storefronts should be removed and replaced with a newly designed compatible
storefront.
New facades may be differentiated from historic facades, but should be compatible with the materials,
features, size, scale, proportion, and massing of adjacent historic buildings.
Elements such as windows, doors, bays, etc., should complement the size and scale of neighboring
buildings. Each should also be of a consistent proportion to each other.

DESIGN GUIDELINES
Storefront Alteration: Existing original historic storefront components, including those
presently concealed, shall be retained or repaired if feasible, or if repair is not feasible, replaced in kind.
Design of the ground floor is to be complementary to the facade layout above. Facade designs should
respect the individuality of adjacent buildings rather than attempt to unify them.
Overall Design Principles
Overall Design Goals
Gardner has a long and vital history as a community, and its city center reflects that history through its
architecture.
The
overall
architectural
character
should
reflect
the
past
through
respectful restoration and maintenance of historic buildings and features.
At the same time, Gardner is an active, contemporary community. Designs for substantial renovation
of existing structures that are without historic features or merit should reflect this vitality in buildings
that respect the scale and proportions of traditional buildings, but bring materials or treatments to
the project.
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Overall Design Principles
1. Building improvements should respect a building’s original style or type where the building is of
historic merit, or where the original building design is of high quality and distinctive character.
2. Building renovations should be harmonious with the original structure in form, style and materials
whenever possible. Building improvements should not be designed to mimic historical features that are
inappropriate to the original character of the building.
3. Previous building renovations that have taken place over the course of time are sometimes evidence
of the history of a building and its environment. If these alterations have acquired their own
significance, they should be recognized and respected.
4. If original building elements have been removed or substantially altered over time, contemporary
treatments are not discouraged. However, they should retain traditional principles and be of a character
appropriate to the area.
5. New buildings may have a contemporary character that is respectful of and composed with traditional
and attractive design elements (materials, colors, facade organization and proportions). This is preferred
to reproductions that may be difficult to distinguish from historic structures.
6. Distinguishing original qualities and features of a building, or structure and its environment should be
preserved; elements that make a building special should be identified and preserved if at all possible.
7. Facade designs that relate to the historic character of Gardner are encouraged. In general, businesses
should rely on signage, not on signature or symbolic building elements, to advertise themselves and to
attract patrons.
8. Standardized or generic designs are to be avoided. Within an overall framework of consistent and
coherent general principles, variety in the commercial environment is encouraged.
Façade Design and Composition
Goals for Façade Design
New building and facade designs should be compatible with adjacent buildings, with primary orientation
towards the streets, and doors and windows adjacent to sidewalks. Facades and visible roofs should strive to be
visually interesting and attractive along areas that will be seen by the public.
In general, a unified architectural style should be determined for each project and used consistently for all
elements of a building wall and roof. However, in the case of a use that is housed in multiple buildings, the
underlying integrity of each building should be preserved, to the extent that historic qualities remain.
Proportions of building elements should respect the architectural styles with which they are composed, in
addition to details and materials. Building doors and windows should be designed to be consistent in
proportion, size and configuration with the architectural styles that are determined to be appropriate for
the building.
Facades should relate to their surroundings through materials, proportions, and colors to provide a sense of
cohesiveness, without mimicry of inaccurate historical styles or replication of neighboring buildings.
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Guidelines for Facades
1. Facade design should take into account the locations and proportions of the facade elements and

signage bands of adjacent buildings, without mimicking them.

2. Individual buildings and their storefronts should appear distinct, even when a single use spans multiple

storefronts.

3. Blank walls without any visual content or interest should be avoided along pedestrian sidewalks and parking

areas, and on front facades in general.

4. Historic roof forms should be retained or restored. Additions should have roof forms that are compatible

with the forms of the building to which they are attached. New structures should employ simple roof
forms compatible with the flat, mansard or gable roof styles typical of the Gardner commercial areas.

5. Facade colors should be complementary to the natural materials used on a building and to the buildings

adjacent to it.

6. The palette of colors used on a building should be in accord with the materials of the building facade.
7. The use of historic colors in the renovation or replacement of historic elements is highly encouraged. Lists

of historic color suppliers are available at local historical organizations such as the Society for the
Preservation of New England Antiquities (www.historicnewengland.org).

8. Downspouts and gutters should be of a color that is compatible with the building walls. If the building is

historic, the style and color of downspouts and gutters should be appropriate to the original character of the
facade.

Exterior Materials
Goals for Exterior Materials
In general, high quality materials should be used that convey substance and integrity. The use of materials that
are traditional and historically typical to Gardner is encouraged. This includes an emphasis on brick with stone
accents, wood and clapboard finishes for renovations or reconstructions. Exterior materials should
be consistent with the historic style that is used to compose the facade.
The goal of these guidelines is to encourage the use of traditional quality materials for both appearance
and durability. The use of real materials, rather than imitations such as brick veneer, is strongly encouraged.
The goal of these guidelines is to avoid materials that are typical of low cost and low quality
construction, or appear to be masking or patching an underlying facade material.
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Guidelines for Exterior Materials
1. The consistent use of a dominant building material for the facade is encouraged, rather than multiple

materials, such as brick and clapboard combinations.

2. Where possible, materials used to patch or repair existing facades should match original, desirable

materials as closely as possible.

3. Designs should use real materials, rather than imitation materials, such as vinyl siding, plastic roof tiles, or

veneer brick.

4. If metal is used, it should be appropriate to the building, and convey a sense of quality to assure an

attractive appearance over time.

5. Materials used near sidewalks and adjacent to the entrance shall be durable and compatible with other

building materials.

6. Plywood or other wood panel sheathing materials should be avoided unless they are incorporated as a

panel within a frame and are durable for exterior use.

7. Minor decorative elements, such as facade ornaments, decorative fasteners, or small accents can be of

any rigid, durable material that will be in harmony with the facade.

8. Flashing materials should not be conspicuous. In the case of historic structures, traditional flashing

materials such as copper may be appropriate and are encouraged.

9. Re-pointing of brick or other masonry facades should employ grout materials and tooling that are

appropriate to the architectural style of the building.

10. Generally muted tones and colors are appropriate for most facade materials except for trim and special

storefront elements.

Storefronts
Storefront Goals
Storefronts refer to those portions of the facade that directly relate to the street and the commerce inside.
Most facades consist of an architectural framework designed intentionally for one or more storefronts to
occur. The expression of the storefronts should respect the framework and not expand beyond it.
Storefronts should be consistent in style with the building architecture where possible, provide clarity and
interest to the facade, provide for a high level of transpar-ency, and be harmonious with other adjacent
storefronts. It is also important that the distinction between the storefront and the rest of the building facade
should be maintained. Displays in both retail and non-retail storefront windows that add color, texture,
information or visual activity to the pedestrian experience are encouraged.
Storefront display windows that display products or services, signs with the name of the organization, local
business logos, hours, public service messages or displays, or views to an activity in which people are
involved frequently during hours of operation are encouraged.
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Storefront Guidelines
1. Reflective or dark tinted glass, or reflective films should be avoided.
2. Where a storefront does not serve a retail use and transparency is not practical, window treatments should be

employed to create an attractive appearance.

3. A horizontal band or frieze that serves as a signage band should be incorporated at the top of storefronts.
4. A base panel and sill course are traditional for most, although not all, architectural styles. Where it is

appropriate for the existing or proposed architectural style, a base panel and sill course should be provided
and continue across the entire width of the storefront bay and terminate at doors or the vertical elements
framing the bay. The base panel and sill course should be 24” or lower, measured above the sidewalk.

5. Incorporating a glazed transom (with the building address) above the door is encouraged when

storefront heights are sufficient to allow for it.

6. Storefront window transoms should be consistent with door transoms.
7. Transparent storefronts are not necessary for some businesses, such as professional offices.

Nevertheless, it is preferable to maintain substan-tial storefront glazing and provide attractive window
treatments to avoid blank facades along the sidewalk.

8. Items should not be placed in storefront windows that block views to internal activity, such as the backs

of display cases, unless they are part of a display to the outside sidewalk or street.

9. Storefront lighting should be confined to highlighting signage and the win-dow display itself. Lighting that

attracts attention to itself should be avoided.

10. Primary entrances should be largely transparent, as was traditionally the case with storefront design. This

will promote a sense of welcome and safe access.
Doors

Primary entrances are a principal element of orientation and welcome along the street edge, and should be
designed appropriately; they should concentrate visible activity and interest toward the street.
Guidelines for Doors
1. Street numbers should be located near the front address and be of adequate size and distinctive color to be

visible to the passing motorist. The street number should not be obscured when the front door is open.

2. Any special loading and service entrances should be screened from streets, other public ways, and adjacent

properties. If it is not possible to screen such areas entirely, they should be visually minimized to the
greatest extent possible.

3. Unused entrances should be transformed into other architectural elements appropriate to the architectural

style of the building, such as a store window.

4. Entrances should meet the requirements of the Massachusetts Architectural Access regulations.
5. Historic door material and hardware should be restored or repaired where possible. Repair should match

existing size, species, profile and configuration.

6. Screen and storm doors should be wood, when appropriate to the building, and kept as simple as possible.

Horizontal and vertical rails of screen doors should align and coincide with those of the doors behind.

7. Divided lite doors or side lites should be employed only if appropriate for the style of the building facade.
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Windows
Goals for Windows
Windows should respect spacing and size patterns appropriate to the architectural style that is chosen
for either renovation or new construction. In general, numerous smaller window openings are preferred
for upper stories of buildings. Lower story windows should be appropriate for the uses behind them, but
transparency and indication of activity are important.

Guidelines for Windows
1. Multiple-paned glazing should be avoided unless it is historically accurate for the building. Such
glazing was seldom used during many historical peri-ods, and is often used inappropriately to convey a
“colonial” appearance.
2. Where ceilings need to be lowered below the window head, a ceiling soffit should be provided between
the lower ceiling and the window head that allows the vision glass to be full height (See Appendix 3).
3. An individual, “punched” window expression rather than continuous horizontal or vertical “strip”
windows is encouraged whenever possible and appropriate to the building style.
4. Larger scale windows should be used at the ground level while numerous smaller windows are
preferred for upper stories of buildings.
5. The use of reflective or dark tinted glass should be avoided.
6. Opaque panels, such as painted metal or spandrel glass, should not be used to replace vision glazing
in windows.
7. Shutters should be employed only if they are consistent with the architectural style of the facade.
Shutters should not be employed with casement style windows, bay windows, or broad picture or
display windows.
8. Repairing existing historic windows with in-kind materials is preferable to replacement. The original
window patterns of a building should be retained; avoid blocking, reducing, or changing any original
and appropriate pattern of windows when renovating older buildings. When existing historic windows
are irreparable, replacement windows should replicate existing historic window details.

Awnings, Canopies and Marquees
Goals for Awnings, Canopies and Marquees
Awnings, canopies and marquees with a traditional design and appearance are encouraged as facade
elements when they serve to protect pedestrians from the sun and rain, provide a secondary location for
signage, add color and interest to build-ing storefronts and facades, and add emphasis to display windows
and doorways. Awnings should reflect the overall facade organization and storefront locations of a
building. Traditional and simple shapes are encouraged, rather than unusual or contemporary profiles.
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Guidelines for Awnings, Canopies and Marquees
1. Awnings on a multiple storefront building should be consistent in character, but need not be identical.
2. Awnings should be located within the building elements framing storefront openings.
3. Awnings of a round or bull nose shape should be avoided unless used for a single door or window opening
that is not part of a framed storefront.
4. Back lit awnings should not be used.
5. Awnings should be made of soft fabrics such as canvas, unless replicating prior historical features.
6. Clearance between awnings and the sidewalk shall be a minimum of 7’-6” per Gardner’s Zoning Ordinance.
Lighting
Lighting Goals
Building lighting should highlight the building rather than attract attention to the light fixture itself, and be
appropriate to the building’s architectural style, in order to maintain a positive nighttime image.
Lighting Guidelines
1. Lighting should render building colors correctly. The preferred lighting should be in the white spectrum, and

sodium light sources should be avoided. Fluorescent sources should be avoided except for “PL” lamp types.

2. Historically appropriate lighting should be applied to match the building type and style. Lighting fixtures should

not be used that are “historic” in theme, but diverge from the underlying character of the architecture.

3. Building lighting should provide an even illumination level while operating. Flashing, pulsating or similar

dynamic lighting should not be used.

4. Lighting should not cast glare onto streets, public ways, or onto adjacent properties.
5. Indirect lighting should be provided where possible.

Building Equipment
Goals for Building Equipment
The components of building mechanical, electrical and plumbing systems should be concealed from view
wherever possible. The visual impact of those building systems and equipment that cannot be concealed should be
minimized on building facades. Exposed elements of building systems that cannot be hidden, recessed or
screened should be blended sympathetically with the building facade.
Guidelines for Building Equipment
1. Rooftop mechanical equipment should be completely screened by the building parapet wall so as not to be

visible from the street and sidewalk.

2. Air conditioning units should not be placed into windows or any other openings visible from the street. Units

located in non-window openings are appropriate if they are screened with a grille within the storefront or
facade or building wall.
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Anatomy of a Building Facade
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KEY
1.
2.
3.
4.
5.
6.
7.

Cornice
Keystone
Lintel
Sill
Horizontal Course
Exterior Light Fixture
Frieze or Horizontal Signage band

8.
9.
10.
11.
12.
13.
14.
15.

Column or Pier Capital
Transom
Column or Pier
Storefront Display Window
Sill Course
Base Panel
Column or Pier Base
Awning
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Glossary of Terms
There are many traditional terms that are used to describe portions of buildings and storefronts. Because
some of these terms are used in the guidelines, this glossary has been prepared.
Ashlar - Stone cut and laid in a rectangular shape and pattern.
Awning - An element projecting from and supported by the exterior wall of the building, constructed of
fabric on a supporting framework, for the purpose of providing shelter or shading windows.
Balustrades - Railing of vertical and horizontal elements. Railing can be part of a stair or platform, or a
decorative motif at the roof edge.
Canopy - A permanent roof-like shelter extending from and supported by the exterior wall of the building,
constructed of some durable material such as metal or glass.
Canopy Sign - A sign painted on, printed on or attached flat against a canopy or marquee.
Clerestory Windows - Windows located well above street level that allow light to enter near the ceiling of
the interior.
Composition - An arrangement of the parts of a building so as to form a unified, harmonious whole.
Cornice - An element at the top edge of a wall where it meets the roof, which usually is profiled to
overhang the wall.
Dormer - A roof-covered projection from a sloped roof.
Facade - Any side of a building which faces a street or open space.
Fascia - A facing board used as trim, this term is also sometimes used to refer to the signboard.
Fenestration - The door and window openings in a building facade.
Gable - The vertical surface that connects two or more sloped roofs.
Landscaped Area - The part or parts of a lot developed and permanently maintained in grass and other
plant materials, in which the space is open to the sky and is free of all vehicular traffic, parking, loading and
outdoor storage.
Lintel - A spanning element above a window, typically seen in masonry construction.
Mansard - A roof with steeply sloping sides, rising to a relatively flat roof at the top.
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Marquee - Similar to a canopy, but also serves as a location for signage.
Massing - The overall form of a building.
Pedestrian-oriented - Describes an attitude or accommodation in which the pedestrian is the primary
consideration.
Pilaster - A decorative column or pier that is inset into the face of a wall.
Signboard - An area of the storefront above the glazing that was often ornamented and became the traditional
location for signage. The term “fascia” is sometimes used for the same element.
Setback - The minimum horizontal distance between the street or way line and the line of the building.
Soffit - The horizontal underside of any architectural element; usually used in reference to the bottom surface
of a roof overhang or the edge of a ceiling. A soffit is often used to conceal structural elements, mechanical
equipment, or to transition between different ceiling heights.
Symmetrical - Having a regular or balanced arrangement of elements on opposite sides of a center or axis.
Transom - The glazed or solid panel immediately above a door.
Yard, Front - A yard extending across the full width of the lot and lying between the front line of the lot and the
nearest line of the principal building or structure.
Vehicle-oriented - Describes an attitude or accommodation in which the vehicle is the primary consideration.
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APPLICATION CHECKLIST
This checklist must be included with the original application. Check the following before submitting your
application. Please include all required documentation.
DOCUMENTS REQUIRED WITH APPLICATION
Completed Application
Submission Requirements Checklist (this form)
Copy of Deed to project property
Copy of the Property Insurance Certificate
Photographs of the site (can be electronic i.e., jpeg format)
Statement of Project Description (Form provided in this application)
A written statement of what the facade project will involve. Provide as much detail as possible,
including what you are changing or replacing, type of new materials to be used, color, location on
façade, etc.
Drawings of Proposed Facade Improvements
Include a concept drawing of what the site will look like after work is completed. For larger
projects involving a major scope of work this will include elevations and site plans. For smaller
projects, a simple sketch may be appropriate at the City's sole discretion. The sketch design MUST
include sufficient detail, including product sample sheets of design elements such as windows,
doors, lighting, awnings, etc. showing colors, size, type of materials
Detailed Cost Estimates Bids for Proposed Improvements
You must submit a cost estimate from your contractor. Estimates should include all details of
approved scope.
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APPLICATION FOR FUNDING:

THE COMMERCIAL FACADE IMPROVEMENT PROGRAM


PROJECT INFORMATION
NAME OF BUSINESS:

PROJECT PROPERTY ADDRESS:

ESTIMATED COMPLETION
DATE:

ESTIMATED START DATE:
DATE OF APPLICATION:

APPLICANT INFORMATION

PROPERTY OWNER NAME:
OWNER ADDRESS:

EMAIL/TELEPHONE:
TAX ID NUMBER:

PROPERTY OWNER NAME,
IF MULTIPLE OWNERS:

BUSINESS OWNER ADDRESS:
EMAIL/TELEPHONE:
TAX ID NUMBER:

FUNDING REQUEST AMOUNT:

BUDGET SUMMARY
$

PROJECT INFORMATION

PROJECT LOCATION:

# OF BUSINESSES IN THE BUILDING:
TYPE OF OWNERSHIP:

TOTAL NUMBER OF EMPLOYEES:

CORPORATION
LLC
PARTNERSHIP
OTHER
SOLE PROPRIETOR

NON-PROFIT

DESIGN FIRM/ARCHITECT:

HOW LONG HAVE YOU OWNED THE
PROPERTY?

SIGNATURES
I/we attest that all information provided in this entire application is true and correct to the best of my/our knowledge
and that no information has been excluded which might reasonably affect funding. I/we authorize the City of Gardner
to obtain verification from any source provided.
NAME (printed):
NAME (printed):

SIGNATURE:
SIGNATURE:

DATE:
DATE:
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Please describe the proposed facade project in detail below, or attach documentation
to the completed application.
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COMMERCIAL FAÇADE PROGRAM APPLICATION
CERTIFICATION Please read the statements below and certify that you understand:
I/we certify that the building owner is the owner of the property.

I/we certify that there are no current code enforcement actions pending against this property.
I/we have attached a copy of the property deed.

I/we certify that there are no outstanding property taxes, utilities, or other past due bills to the City of
Gardner.

I/we have attached relevant photos of the building facade(s) to be included in this program.

I/we have attached the drawings/plans, detailed scope, and budget for the building facade(s) to be
included in this program.

I/we have reviewed the program overview and guidelines, have familiarity with responsibilities of
each party and understand that:
The City shall not assume any liability for this or any such agreements.

I/we have read and understand the facade program guidelines, accept the qualifications and
conditions, and through signature(s) below, certify that I/we are qualified and will abide by such
conditions set forth in this application and all reasonable conditions which may be issued by the City
of Gardner in the implementation of this program. I/we understand that this is a voluntary program,
which the City of Gardner has the right to approve or deny any project or proposal or portions
thereof.

Applicant Name:

Applicant Name:

Applicant(s) Signature:

Date:
Date:

Applicant(s) Signature:
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